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MERCURY PROPELLERS: 
A PERFORMANCE REVOLUTION

Only Mercury offers over 500 unique propellers, each

engineered with the best technology and alloys available, making

it easy to maximize top speed, acceleration, fuel economy and

towing power no matter the size or style of your boat.

UNMATCHED DEALER 
COVERAGE AND SUPPORT

Every Mercury outboard is developed to deliver outstanding

reliability and performance. However, if there comes a time when

you do need to visit a dealer, it’s reassuring to know that Mercury

has more factory-trained, authorized dealers in North America

than any other outboard manufacturer. So if you’re coming in 

for routine maintenance or just to find out about the latest 

marine technology, Mercury Marine has a dealer near you.

PRECISION 
SETS US APART

Boaters choose Mercury outboards because of their

superior fuel economy, performance and durability.

Mercury Precision Parts® and fluids are designed

to protect your investment, so the performance and

durability that you expect on day one will be

enjoyed for years to come.
• Our proprietary X7 alloy is 30% stronger and 

four times more durable than conventional stainless 
steel. This allows us to design props that deliver 
a combination of top speed and acceleration that 
other props cannot. 

• If the propeller strikes an underwater object, our
innovative Flo-Torq® II system sacrifices itself to
protect the outboard’s lower unit. Plus, the Flo-Torq II
system makes our props compatible with other
outboards, so even non-Mercury owners can enjoy 
an improvement in performance.

• Before we introduce any new propeller, we subject
them to rigorous fatigue testing to make sure that
Mercury Propellers lead the marketplace in durability,
performance and satisfaction.

• Maintenance products like Mercury Quickleen®

and our Fuel System Treatment and Stabilizer
work together to deliver the fuel efficiency and
engine performance you expect year after year. 

• Water is merciless on your engine components. 
Our high-performance gear lube uses advanced
emulsifiers and tackifiers to deliver protection against
corrosion and wear and tear.

• The best way to keep your engine clean and running
efficiently is to choose Mercury Precision Oils.
Unlike automotive blends, our oils are specifically
designed to protect against the brutal conditions of
the marine environment. So whether it’s the
custom-formulated, FC-W-certified Verado oil or
our carbon deposit-reducing OptiMax oil, Mercury
Precision Oils are designed to work seamlessly
with your Mercury outboard.

• More dealerships mean more convenience. Our 
service network is the largest in North America with 
over 5,500 authorized dealers.

• Each authorized dealer incorporates the same procedures 
to ensure a consistent, quality experience, regardless 
of location. This includes:

• Performing pre-delivery inspection.

• Utilizing specialized diagnostic tools to quickly 
diagnose engine performance issues.

• Employing a dedication to delivering a higher 
level of customer service.

• Training at Mercury University, which allows the dealer to
stay informed on the latest Mercury products and technology.

• Our Mercury customer service call center is staffed 
with product specialists to help answer both dealer 
and customer questions about their outboards.
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CONTROL 
WITH CONFIDENCE

SmartCraft uses digital technology based on a simple premise:

making boating easier. Using the latest field-tested digital technology

including waterproof connectors, redundant control systems, Engine

Guardian programming and a complete line of SmartCraft gauges, 

you can be sure to enjoy more boating and less work.

• Intuitive Engine Guardian Mode protects you and
your investment by detecting and compensating for
unexpected shift events (DTS models only).  

• With over one million hours of customer use, Mercury has
become the leader in user-friendly digital control systems.
Our SmartCraft SC1000 and MercMonitor gauges
use easy-to-comprehend messages to provide real-time
information on your outboard systems.

• Corrosion-resistant, sealed waterproof connectors
provide years of maintenance-free performance at the helm.

• Every component that bears the SmartCraft logo
has been tested and validated to ensure
consistent, seamless operation.

INNOVATION DOESN’T STOP 
WITH OUR OUTBOARDS
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visit MercuryMarine.com

THE ULTIMATE 
ONLINE RESOURCE

For more information about our 

wide range of parts, props and accessories,

our broad network of service and support 

or to find a dealer near you,
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From our genuine parts and accessories, to a full 

line of propellers, to the best-trained and broadest

reaching service network in the marine industry,

no other outboard manufacturer can match the

products, support and expertise of Mercury Marine.

COVERED FROM 
PROP TO COWL
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SPECIFICATIONS

Note: Due to our constant efforts to offer the finest products available, we reserve the right to change specifications without notice. See your Mercury dealer for optional gearcase styles and gear ratios and for more information on the propeller that is right for you.  CR Counter-Rotation Model available.
*Dry weight specification is for lightest-version model. Comparative weights refer to base engine without oil, propeller or integral steering cylinder.  Gauges used  for illustrative purposes only. CARB: California Air Resources Board. SmartCraft Integrated Marine technology standard.

Bass & Walleye Boats is a registered trademark of Ehlert Publishing Group Inc. Boating is a registered trademark of Hachette Filpacchi Magazines, Inc. E-TEC is a registered trademark of BRP-Rotax GmbH & Co. Evinrude is a registered trademark of Bombardier Recreational Products Inc. FC-W is a registered certification mark of the National Marine Manufacturers Association, Inc. Honda is a registered trademark of Honda Motor Co. HPDI and VMAX are registered trademarks of Yamaha Hatsudoki Kabushiki
Kaisha. J.D. Power and Associates is a registered service mark of J.D. Power and Associates Corporation. Suzuki is a registered trademark of Suzuki Motor Corporation. Yamaha is a registered trademark of the Yamaha Corporation. All other trademarks belong to the Brunswick Corporation. Mercury received the highest numerical score for DI two-stroke engines in the proprietary J.D. Power and Associates 2006–2008 Marine Engine Competitive Information Studies,SM tied in 2007. 2008 study based on 6,973
responses, measuring 3 DI two-stroke engine brands and owner opinions of 2006 and 2007 model year boats registered June 2006–May 2007. Proprietary study results are based on experiences and perceptions of owners surveyed September–October 2007. Your experiences may vary. jdpower.com

Complete Coverage
Every Mercury engine comes with a three-year limited,
factory-backed nondeclining warranty and the industry’s
only three-year limited corrosion failure warranty (excluding
Mercury Racing outboards and two-stroke outboards).

Mercury Product Protection
Mercury Product Protection (MPP) provides comprehensive component coverage (including labor) on
new and certified pre-owned Mercury and MerCruiser® engines. MPP is the only extended service
contract in the industry backed exclusively by Mercury and honored by all Mercury Marine dealers.
For more information about MPP, log on to mercuryproductprotection.com or dial 888-427-5373.

Horsepower

Full Throttle 
RPM Range

Engine Type

Displacement

Induction 
System

Ignition

Starting

Gear Ratio

Alternator 
Output

Trim System

Dry Weight*

Steering

Shaft Length

Horsepower

Full Throttle 
RPM Range

Engine Type

Displacement

Induction 
System

Ignition

Starting

Gear Ratio

Alternator 
Output

Trim System

Dry Weight*

Steering

Shaft Length

300, 275, 250, 
225, 200

5800 – 6400

In-line 6, 
24-valve, DOHC

158.5 cu in (2598 cc)

Supercharged with
charge air cooling

SmartCraft PCM 07
Digital Inductive

Smart Start Electric

1.75:1 (300) 
1.85:1 (200 – 275)

70 amp (882 watts)

SmartCraft
programmable power

trim and tilt

635 lb (288 kg)

Electro-hydraulic 
power steering

20" (508 mm)CR

25" (635 mm)CR

30" (762 mm)CR

I-6 Verado 200 hp only
available with 25" shaft.

40 EFI Jet requires
a 20" transom.

25 EFI Jet requires
a 20" transom.

Two-year limited warranty standard on 150 EFI two-stroke.
One-year limited warranty standard on 90, 65 and 50 two-stroke.

† Not available in California.

200, 175, 150, 135

5800 – 6400
5200 – 6400 (135)

In-line 4, 
16-valve, DOHC

105.7 cu in (1732 cc)

Supercharged with
charge air cooling

SmartCraft PCM 07
Digital Inductive

Smart Start Electric

2.08:1

70 amp (882 watts)

Power trim and tilt 
with SmartCraft

programmable tilt

510 lb (231 kg)

Big tiller, 
hydraulic or optional 

electro-hydraulic 
power steering

20" (508 mm)
25" (635 mm)CR

250 – 225 Pro XS

5500 – 6000

V6 (60º vee)

185 cu in (3032 cc)

2-stage direct 
fuel injected

PCM 07 
Digital Inductive

Electric (turn-key)

1.75:1

60 amp (756 watts)

Power trim

505 lb (229 kg)

Remote or 
big tiller kit

20" (508 mm) 
25" (635 mm)

175 Pro XS

5500 – 6000

V6 (60º vee)

153 cu in (2507 cc)

2-stage direct 
fuel injected

PCM 07 
Digital Inductive

Electric (turn-key)

1.87:1

60 amp (756 watts)

Power trim

431 lb (195 kg)

Remote or 
big tiller kit

20" (508 mm) 
25" (635 mm)

250, 225, 225 DTS, 
200, 200 DTS

5500 – 6000 (250)
5000 – 5750 
(200, 225)

V6 (60º vee)

185 cu in (3032 cc)

2-stage direct 
fuel injected

PCM 07 
Digital Inductive

Electric (turn-key)

1.75:1

60 amp (756 watts)

Power trim

505 lb (229 kg) 
(250) 

497 lb (225 kg) 
(200, 225)

Remote or 
big tiller kit

20" (508 mm) (200, 225) 
25" (635 mm)CR

30" (762 mm)CR

(225, 250 only)

175, 150, 135, 
110 Jet

5250 – 5750

V6 (60º vee)

153 cu in (2507 cc)

2-stage direct 
fuel injected

PCM 07 
Digital Inductive

Electric (turn-key)

1.87:1 (175, 150) 
2.00:1 (135)

Jet Drive

60 amp (756 watts)

Power trim

431 lb (195 kg)

Remote or 
big tiller kit

20" (508 mm) 
25" (635 mm)CR

115, 90, 80 Jet, 75

5000 – 5750

In-line 3

92.96 cu in (1526 cc)

2-stage direct 
fuel injected

PCM 07 
Digital Inductive

Electric (turn-key)

2.07:1 (115)
2.33:1 (90, 75)

Jet Drive

60 amp (756 watts)

Power trim

375 lb (170 kg)

Remote or 
big tiller kit

20" (508 mm) 
25" (635 mm)

115, 90, 75

5800 – 6400 (115)  
5000 – 6000 (90, 75)

In-line 4

105.7 cu in (1732 cc)

4-valve dual 
overhead cam design

ECM 07 
Digital Inductive

Electric (turn-key)

2.07:1 (115) 
2.33:1 (90, 75)

50 amp (630 watts)

Power trim

399 lb (181 kg)

Remote or 
big tiller kit

20" (508 mm) 
25" (635 mm)

60, 50 EFI; 60, 50, 
40 EFI BigFoot (BF)

5500 – 6000

In-line 4

60.8 cu in (995 cc)

2-valve single overhead
cam design

ECM 07 
Digital Inductive

Electric (turn-key)

1.83:1 (60, 50 EFI) 
2.33:1 (BF)

18 amp (226 watts)

Power trim

247 lb (112 kg) 
260 lb (118 kg) 
(40-60 EFI BF)

Remote or tiller: 
Remote (BF) 
or tiller kit

20" (508 mm)
25" (635 mm) 

(60 EFI BF)

40 EFI, 40 EFI Jet

5500 – 6000

In-line 4 (EFI Jet)
In-line 3 (EFI)

60.8 cu in (995 cc)
(EFI Jet)

45.6 cu in (747 cc) 
(EFI)

2-valve single overhead
cam design

ECM 07 
Digital Inductive

Electric (turn-key)

2.00:1
Jet Drive

18 amp (226 watts)

Power trim, gas assist
available on EFI

267 lb (121 kg) (EFI Jet)
216 lb (98 kg) (EFI)

Remote or tiller kit

15" (381 mm)
20" (508 mm)

40

5500 – 6000

In-line 3

45.6 cu in (747 cc)

2-valve single 
overhead cam design

CDI with electronic 
spark advance

Manual

2.00:1

6 amp (76 watts)

Gas assist

204 lb (93 kg)

Tiller

15" (381 mm) 
20" (508 mm)

30 EFI, 25 EFI, 
25 EFI Jet

5250 – 6250 (30 EFI)
5000 – 6000 (25 EFI)

5000 – 5500 
(25 EFI Jet)

In-line 3

32.1 cu in (526 cc)

2-valve single 
overhead cam design

CDI with electronic 
spark advance

Electric (turn-key) 
or manual

1.92:1 (30, 25 EFI) 
Jet Drive

15 amp (186 watts)

Gas assist or 
power trim, manual 
trim available on EFI

172 lb (78 kg) (30) 
186 lb (84 kg) (25 Jet) 

157 lb (71 kg) (25)

Remote or tiller

15" (381 mm) 
20" (508 mm)

20

5250 – 6250

In-line 2

21.4 cu in (351 cc)

2-valve single 
overhead cam design

CDI with electronic 
spark advance

Electric or manual

2.15:1

11 amp (139 watts)

Ratcheting with 
shallow water drive 

or power tilt

115 lb (52 kg)

Remote or tiller

15" (381 mm) 
20" (508 mm)

15, 15 Pro Kicker (PK)

5000 – 6000

In-line 2

21.4 cu in (351 cc)

2-valve single 
overhead cam design

CDI with electronic 
spark advance

Electric or manual

2.15:1

11 amp (139 watts)

Ratcheting with 
shallow water drive 

or power tilt

115 lb (52 kg)
135 lb (61 kg) (PK)

Remote or tiller

15" (381 mm) 
(15 only)

20" (508 mm)
25" (635 mm) (PK)

9.9 Pro Kicker (PK), 
9.9 BigFoot (BF)

5000 – 6000

In-line 2

12.8 cu in (208 cc)

2-valve single 
overhead cam design

CDI with electronic 
spark advance

Electric or manual

2.42:1

6 amp (76 watts) on
electric-start models

Ratcheting with 
shallow water drive 

or power tilt

96 lb (44 kg)

Remote or tiller

20" (508 mm) 
25" (635 mm)

9.9, 8

5000 – 6000

In-line 2

12.8 cu in (208 cc)

2-valve single 
overhead cam design

CDI with electronic 
spark advance

Electric or manual

2.08:1

6 amp (76 watts) on
electric-start models

Ratcheting with 
shallow water drive

84 lb (38 kg)

Remote or tiller (9.9)
Tiller (8)

15" (381 mm) 
20" (508 mm) 
25" (635 mm) 

(9.9 only)

6, 5, 4

5000 – 6000 (6) 
4500 – 5500 (5, 4)

1 cylinder

7.5 cu in (123 cc)

2-valve push rod

CDI with electronic 
spark advance

Manual

2.15:1

Optional 4 amp 
(50 watts) lighting, 
2 amp (25 watts)

charging

6 position and 
shallow water drive

55 lb (25 kg)

Tiller

15" (381 mm) 
20" (508 mm)

3.5, 2.5

5000 – 6000 (3.5) 
4500 – 5500 (2.5)

1 cylinder

5.2 cu in (85 cc)

2-valve push rod

CDI with electronic 
spark advance

Manual

2.15:1

Optional 4 amp 
(50 watts) lighting, 
2 amp (25 watts)

charging

4 position

40 lb (18 kg) 
(15" shaft)

42 lb (19 kg) 
(20" shaft)

Tiller with 360º
steering

15" (381 mm) 
20" (508 mm) 

(3.5 only)

150 EFI†

5250 – 5750

V6 (60º vee)

153 cu in (2507 cc)

Loop-charged EFI

PCM 07

Electric

1.87:1

60 amp (756 watts)

Power trim

425 lb (193 kg)

Remote

20" (508 mm) 
25" (635 mm) 

90, 65 Jet†

5000 – 5500

In-line 3

84.6 cu in (1388 cc)

Loop-charged 
(3 carburetors)

Modular CDI

Electric

2.33:1
Jet Drive

18 amp (227 watts)

Power trim

303 lb (137 kg) (90)
315 lb (142 kg) 

(65 Jet)

Remote or tiller kit

20" (508 mm) 
25" (635 mm) 

50†

5000 – 5500

In-line 3

59 cu in (967 cc)

Loop-charged 
(3 carburetors)

Modular CDI

Electric

1.83:1

16 amp (201 watts)

Power trim

204 lb (93 kg)

Remote or tiller

20" (508 mm)

Two-Stroke
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Remember, life vests float, you don’t.

Mercury Marine is a division of Brunswick Corporation.

Look Deeper at MercuryMarine.com

Find engine specifications, boater testimonials and informative
comparisons at MercuryMarine.com – the ultimate resource
for Mercury outboards.

KNOWLEDGE IS POWER

          




